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• AISI 316L CONTACT (WETTED) PARTS. 

• 1” , 1.5” & 2” OD WELD ENDS. 

• VACUUM TO 10 BAR (1.0 MPA) 

• EPDM SEAL MATERIAL 

 
ALTERNATIVE ENDS CAN BE WELDED OF 

YOUR CHOICE CAN BE SUPPLIED. 

 

NOTE: THIS VALVE IS NOT PRE-SET PRIOR TO DISPATCH. 

HYGIENIC PRESSURE RELIEF VALVE 316 

 1" 1.5" 2" 

Stock Code 2230110 2230115 2230120 

D 25.4 38.1 50.8 

Dn 22.1 34.8 47.5 

D1 54 54 58 

H 241 284 294 

H1 51.2 62 66 

L 60 65 77 

Pressure Relief 
Valve 

Pressure Relief Safety Valve – Features 

• The valve can be opened manually. When used together with the pump channel, the spot-cleaning     function allows fluid 

to pass through the valve. 

• Under normal operating conditions, the valve remains closed. 

• The set pressure can be adjusted by tightening or loosening the spring pressure nut. 

• When the pressure in the pipeline exceeds the set pressure, the valve opens automatically to allow liquid to pass through, 

thereby reducing pipeline pressure.  


